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By J. Howard Kittel

SUMMARY

A preliminary investigetion was made to determine the effects
of alpha-particle bombardment on the creep rate of aluminum wire
at 400° F. The alpha radiation from an 85-millicurie polonium source
appeared to deorease 8lightly the creep rate of the aluminum. A
metallographic examination of the creep specimens showed no micro-
structural changes that could be attributed to the alpha-particle
bombardment.

. INTRODUCTION

The fundamental resesrch st the NACA Cleveland laboratory on
the physical properties of materials includes a study of the
mechenism of oreep. As a part of this study a prelimlinary investiga-
tion wag made to determine the effect of alpha-partlicle bombardment
on the creep rate of a commercielly pure polycrystalllne metsal,
aluminum., Although the penetration of these particles in metals is
small, they possess high energies. There is a possibility that
these energies might be sufficlent to affect the procesas of creep
in polycrystelline metals. Work by Andrade (reference 1) indicated
that, in the case of single crystals of cadmium, alpha radlation
can increase creep retes as much as five times, No reference
~ Gescribing creep of polycrystalline metals under slphe-particle

bombardment Has been found in the llterature. .

Results from the preliminary investigation described 1n this
paper are presented in the form of curves_showing total elongations
obtalned for each specimen as a function of time. Results are elso
presented from a metallographic study made on the creep specimens
to detect any chenges. irn the microstructure that might have resulted
from the alpha-particle bombardment.
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APPARATUS AND PROCEDURE

Commercislly pure aluminum wire was used for the creep investi-
gation because of 1ts avallability and because its low denslity would
enable greater penebtration of the bombarding particles. The
dilameter of the wire, measured with a filar mlorometer, was
0.01014 £0.00002 inch. The.slpha-particle source was 85 millicuries
of polonium plated on a foll that was bent intc & U-shape and placed
at a radial digtance of 2 millimeters from the specimen. Radio-
active decay of the polonlium decreased its activity to 80 millicuries
during the time required for the experiments. The length of the foil
wag 25 millimetera, which was sufficlent to irradiate uniformly the
20-millimeter gage length of the apecimen. Previous work showed that
the presence of a.foll about the apecimen slightly decreased its
créep rate. This effect probably resulted from a slight difference
in temperature of the specimen caused by prevention of heat absorp-
tion by the foll from the walls of the furnace. In order to remove
the effect of thile verlable, the nonirradiated creep specimens were
surrounded with a foll of dimensions and reflectivity simillar to
those of the radiocactive foll.

In order to remove the effects of any previous cold-working,
all specimens were simultansously amnealed at 675° F for 15 minutes
before belng stressed. The cresp determinations were made at an
ambient-air temperature of 400° £2° P measured by a thermocouple
immediately adjacent to the specimen. Accordlng to refereance 2
(p. 200), this temperature is about 100° F above the recrystalliza-

—tlon temperature of aluminum. In order ta obtaln & uniform specimen
temperature, and to malntain complete accessibllity of the specimen
durlng testing, a furnace with a circulating atmosphere was
used (fig. 1). The varilation in ambient temperature along the gage
length of the specimen was leas than +1.5° ¥. Measurements of the
distance between gage marks on the specimen were made through a
glass window in the furnace by means of & telescope mounted on a
micrometer slide that could be .read to 0,001 millimeter. The

A specimens were stressed to 2910 pounds per sguare inch by a
directly suspended weight.

A metallographic study wae made of speciméne after the annealing
operation, after being stressed under alpha radiation, and after
being stressed without alpha radietion.

RESULTS AND DISCUSSION

The results of eight cresp determinaticns, made in the order
indicated by the test number, are shown in figure 2. Elongation
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data are glven for four specimens subjected to alpha-particle
bombardment during testing and for four specimens that were not
irradiated., It can be noted that the slongaticnse of specimens not
‘subjected to radlation tend to be somewhat greater than those of
apecimens that were lrradiated, although much overlapping of the
deta 1is apparent, particularly at the longer periocds of time,

Second -stage (approximately constant-rdte) creep predominated
in the tests during the interval between 20 and 90 minntes test
time. After 90 minutes, third-stage (increasing-rate) creep and
" rupture of the specimens occurred. No creep determlnations were
made beyond 180 minutes. The creep rates of the elght specimens
during the period of second-stage creep ars given in the following
table. : Lot S :

With alpha radiation |Without alpha radiation
Test Creep rate Test Creep rate
(percent/ - ' (percent/
| min) ‘min)
TL10 | 0.065 2 . | o.085 .
4 .070 3.1 .073
7 .083 5 ".075
el 80 .064 R - .076.
Average | . .07l . | .Average!l . .077

The average second-stage creep rate of the four specimens subjected
to elpha-particle bombardment was 0.071 percent per mlinute; whereas
the average second-stage creep rate of the four nonirradiated
specimens was 0,077 percent per minute or aboubt 8 percent greater.
On the basis of results obtained in this preliminary investigatlion,
it appears that alpha-perticle bombardment might have very sliightly
decreased the creep rate of the aluminum wire. Great significance,
however, should not be given to these results because of the limited
number of experiments.

As was previously mentioned, determinstions of the effect of
alpha raediation on the creep rete of single crystels of cadmium have
shown an accelerating effect (reference 1). It appears therefore
that the effects of alpha-particle bombardment on creep rates of
materials may depend upon the nature of the material and upon the
number of crystals in the test gsection.

The metallographic exsminations of the specimens showed no
changes in the microstructure that could be attributed to the alpha
radiation,
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SUMMARY OF RESULTS

The following resulis were noted in determinations of the creep
rates of aluminum wire with and without alpha-particle bombardment:

1. Alpha-particle bombardment from an 85-millicurie polonium
source asppeared to decrease slightly the creep rate of polycrystalline
aluminum wire at 400° F. : o :

2. No metallographic changes wore noted in the aluminum
specimens that could be attributed to the alpha-particle bombardment.

Flight Propulsion Reéesearch Laboratory,
National Advisory Committee for Aeronautics,
Cleveland, Ohio
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1. Andrade, E. N. da C.: Effect of Alpha-Ray Bombardment on Glide
in Metal Single Crystals. Nature, vol. 156, no. 3952,
July 28, 1945, pp. 113-114.

2. Archer, R. S.: Heat Treatment of Mevals. Mstals Handbook, Am.
Soc. Metals (Cleveland), 1839 ed., pp. 198-208.
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Figure 1.

Furnace used for creep-rate observations on
aluminum wire at 400° F. The furnace utilizes an atmos-
phere moving in a closed circuit to obtain uniform
specimen temperature and maximum accessibility of the
specimen.



Fig.

E7TEI3

NACA RM No.

jud)

o4 ol0v 38 Wou) aJembs Jod spuncd )82 19 pISSS10 BERiods cAujEn|E JBI0 JO} BEAIRD deaa) - 2 eandyy
viw fou))
sl orl 0el 1] oll ] 1] ] o ® 0 [+ ] L3

: 3
g 1t
2 ° G\
{uolyripes wqd|e dnoyiin) ml
A a1k
! ] Bl 3
(IR T T R ATY) m o1

9] 2 @

o | BT o

(ﬂ %b
=

SJ1 ANYNOHIY H0d 3ILLIMNOD
AUDSIAGY TYNOI LWN

RC I .

edied ‘uoliebuo]e |WOf



TS0 FOM 69 A (19 1R 47) e "4 P-7-s0-19 ATl 10039

Kittel, J. H. DIVISION; Materials (8) ( WW
SECTION: Aluminum and Alloys (10) i)
CROSS REFERENCES: Aluminum ~ Creep (10566.5) Ta-E7ELS

REVISION
AUTHOR(S) 2
AMER TITLE:  preliminary investigation of effects of alpha-particle bombardment on ep
rate of aluminum
FORG’N. TITLE:

ORIGINATING AGENCY:; National Advisory Committee for Aeronautics, Washington, D. C.

TRANSLATION:

COUNTRY | LANGUAGE JFORG'NLCLASS| U. S.CLASS. | DATE |PAGES| ILLUS. FEATURES
R |Jul'47 6

U.Ss. Eng. 3 table, diagram, graph

ABSTRACT
Object of investigation was to determine effects of alpha-particle bombardment on the
creep rate of alumirmum wire at 400°F, Test specimens were of pure aluminum wire. The
alpha-particle source was 85 milicurries of palonium plated on a foil that was bent into
a U-shape and placed at a radial distance of two milimeters from the specimen. Results
showed that the alpha radiations appeared to decrease slightly the creep rate of the
aluminum wire.

NOTE: Requests for copies of this report must be addressed to: N.A.C.A.,
Washington, D. C,

T-2, HQ, AIR MATERIEL COMMAND H lM)EX WRIGHT FIELD, OHIO, USAAF
55 WEO-21 MAR &7 71300




UWQ%G?WW Ao £7 29 S Tt




O FOR169 A (13 153 41) rasaa) 77-7- 10 -4 QY= 10939
Kittel, J. H. DIVISION; Materials (8) [ORIG. AGENCY NUMBER
SECTION: Aluminum and Alloys (10)
CROSS REFERENCES: Alumimum - Creep (10566.5) BAETEL
| REVISION
UTHOR(S)

AMER. TILE:  Preliminary investigation of effects of alpha-particle bombardment on the creep

rate of aluminum
FORG'N. TITLE:

ORIGINATING AGENCY: National Advisory Committee for Aeronautics, Washington, D. C.
TRANSLATION:

COUNTIRY NGUAGE [FORG'N.CLASS] U. S.CLASS. | DATE [PAGES] iLLUS. FEATURES
U.S. BEng. ~Bastr. [Jul'4? 6 3 table, diagram, graph

NRSTRACY

Object of investigation was to determine effects of alpha-particle bombardment on the
creep rate of aluminum wire at 400°F, Test specimens were of pure aluminum wire. The
alpha-particle source was 85 milicurries of palonium plated on a foil that was bent into
a U-shape and placed at a radial distance of two milimeters from- the specimen, Results
showed that the alpha radiations appeared to decrease slightly the creep rate of the
aluminum wire.

NOTE: Requests for copies of this report must be addressed to: N.A.C.A.,

Washington, D. C.

T-2, HQ., AIR MATERIEL COMMAND AIR ?ECHNICAL UNDEX WRIGHT FIELD, OHIO, USAAF
WH-O-11 MAR O 12500






